
Roller blinds

Battery powered 
system / 24V System

IL951

Warning: to ensure a correct fabric take-up the width/height ratio must not exceed 1:4 

• Roller blind with motor drive
• Silver anodized aluminium tube ø 32 mm (1.26")
• 8.4V battery powered motor with integrated radio recei-

ver
• Up-and downward adjustable limit switch
• 5 channel remote control with LCD display and wall 

bracket
• Lateral steel brackets with nylon bracket covers for 

overhead or wall anchorage
• Aluminium counterweight in three versions
• Aluminium parts: anodized silver, white (RAL9010) or 

black (RAL9005) finish.
• White, black or grey plastic components
• Trevira CS fabrics are cut with patented “Stabilus cut” 

ultrasonic welding, while screen fabrics are hot cut.
• The fabric is fixed to the roller by means of a special 

high-tenacity double-sided adhesive tape
• Assembled to measure and tested individually before 

packing, ready to install

OPTIONAL:
• New mechanical motor 24V

• OPTIONAL
• Intermediate bracket covers in order to install two 

or more adjacent rollers that allow for the gap 
between the farics sheets to be reduced as much 
as possible.

• Brackets for double roller with individual controls
• Side runners with 1.6 mm (0.063") stainless steel 

cable covered with a transparent pvc sheathing.

TECHNICAL FEATURES

Tube Bracket Fabric
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Fabric W
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Control

System W

System Width Height Ø tube Brackets fabric reductions Fabric W
min - max 
cm (inch)

max 
cm (inch) mm (inch)

A
mm (inch)

B
mm (inch)

C
mm (inch)

D
mm (inch) mm (inch)

IL911 50-200 
(19-3/4" - 78-1/2")

320 
(125-7/8")

32 
(1.26")

70 std.
(2.76")

46 
(1.81")

69 
(2.72")

25 
(0.99")

17 
(0.67")

System W - 42 
System W Less (1.66")

mm (inch)
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MOTOR

The battery powered motor has an input for the battery charger on the head. On full power it can perform up to 600 up- and downward winding 
cycles and it is equipped with an integrated radio receiver. It always needs to be paired with a radio remote control.

Standard motor

Optional motor

Item Code Description Pair Speed Min. system W

ELE 30RB 1,1/28 8* 51182 Battery powered electronic radio motor 8,4V 1,1 Nm 28 rpm 50 cm (19-3/4")

Item Code Description Pair Speed Min. system W

MEC 30 0,7/40 24 51168 Mechanical motor  24V 0,7 Nm 40 rpm 42 cm (16-5/8")

In
do

or
 ro

lle
r b

lin
ds

Square Round

20 
(0.79")18 

(0.71")

BOTTOM BARS 

Oval

23,5 
(0.925") 30 

(1.18")

13 
(0.51")

The bottom part of the 
fabric may be completed 
with a pocket holding an 
oval bottom bar or 
alternatively a flat weight 
rail on its inside.

min 30 
(1.18")

max 70 
(2.76")

max 80 
(3.15")

max 80 (3.15")

max 70 
(2.76")

min 10 (0.39")

min 30 
(1.18")

max 70 (2.76")

min 110 (4.33")

max 80 
(3.15")

Wall 

bracket cover 

Niche

INSTALLATION TYPES

Ceiling

brackettube screw cover

The indicated 
dimensions refer to a 
system with maximum 
take-up.
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SYSTEM OPTIONS

Side by side rollers with individual controls

intermediate bracket cover

Fabric reductions (mm)
A = 25(0.99")
B = 28 (1.1")

Fabric W (mm)
System W - 39 (1.54")

The united central bracket cover 
allows the gap between the canvas 
sheets to be reduced as much as 
possible. 

System 1 Width System 2 Width

Side runners (side guides)

Fabric W

BA

Control

System W wall anchorage

floor anchorage

Fabric reductions (mm)
A = 25 (0.98") 
B = 25 (0.98")

Fabric W (mm)
System W - 50 (1.97")

The side runners hold the roller 
bottom bar in place and prevent it 
from swinging. They also allow the 
installation of the roller in an 
inclined position up to a 10° slope. 

Bracket for double roller

BA

Control

Fabric W

System W
97 (3.82")

120 (4.72")
max 134 
(5.28")

max 125 (4.92")

bracket

Fabric reductions (mm)
A = 23 (0.91")
B = 15 (0.59")
Fabric W (mm)
System W - 38 (1.50")

The double roller bracket allows the 
installation of two rollers with 
individual controls. 
The brackets can be anchored either 
to the ceiling or the wall.
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SYSTEM FABRICS CHART

Fabric Price 
range

Weight 
cat.

Max W Max H            
std. supp. 70

Bamboo Designscreen 4 B 200 / 78" 290 / 114"

Colorvira 1 1 A 200 / 78" 320 / 125"

Colorvira 1 Nature 1 A 200 / 78" 320 / 125"

Colorvira 2 2 A 200 / 78" 320 / 125"

Colorvira 2 Nature 3 A 200 / 78" 320 / 125"

Denim Designscreen 4 A 200 / 78" 320 / 125"

Flexy Officescreen 1% - 3% 3 B 200 / 78" 320 / 125"

Flexy Officescreen 5% - 10% 3 B 200 / 78" 320 / 125"

Flexy Officescreen Metal 6 B 200 / 78" 320 / 125"

Glass Metal Screen Metal 6 A 200 / 78" 320 / 125"

Gloss Designscreen 3 B 200 / 78" 320 / 125"

Light Officescreen Metal 6 B 200 / 78" 320 / 125"

Light Officescreen RR 3 C 200 / 78" 320 / 125"

Linenstyle 1 1 A 200 / 78" 320 / 125"

Linenstyle 2 2 A 200 / 78" 320 / 125"

Multi Officescreen 2% 3 C 200 / 78" 320 / 125"

Multi Officescreen 4% 3 B 200 / 78" 320 / 125"

Nature Designscreen 5 B 200 / 78" 320 / 125"

Night O. 2 C 178 / 70" 320 / 125"

Nightscreen 6 D 200 / 78" 320 / 125"

Oscurama 5.1 3 B 200 / 78" 320 / 125"

Oscurama 9.1 4 B 200 / 78" 320 / 125"

Relife Screen Metal 5 A 200 / 78" 320 / 125"

Sealife Screen Metal 5 A 200 / 78" 320 / 125"

Soltis 86 5 B 200 / 78" 320 / 125"

Soltis 92 6 B 200 / 78" 320 / 125"

Style Officescreen Metal 4 A 200 / 78" 320 / 125"

Superscreen 4 C 200 / 78" 320 / 125"

Wood Designscreen 6 D 200 / 78" 300 / 118"

FEASIBILITY CHART BY WEIGHT CATEGORY

H/W
42-160

(16-5/8" - 62-7/8")
0-240
260
280 A+B+C+D
300 A+B+C
320 A+B
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additional chargeSide runners  (side guides)

Double roller sum of both rollers

additional charge

additional charge

Accessories for battery powered 
motor 5 channel remote control 51183

 Battery charger 51636 

24V motor 51168* no additional charge

170 
(66-7/8")

180 
(70-3/4")

190 
(74-3/4"

200 
(78-1/2")
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